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9.1.11.b  TYPES OF ACCESS-CONTROL SYSTEMS AND THEIR CHARACTERISTICS 
 

 
 
 

TYPE 
(α)  

 
 
 

HARDWIRE AND / OR 
MECHANICAL SYSTEM 

 
ACTIVE DEVICE 

OR 
ADMINISTRATIVE 

SYSTEM 

 
 
 
 

FAIL-SAFE 

 
 
 
 

DUAL 
 
HFD 

 
X 

 
 

 
X 

 
X 

 
HF 

 
X 

 
 

 
X 

 
 

 
AFD 

 
 

 
X 

 
X 

 
X 

 
HD 

 
X 

 
 

 
 

 
X 

 
AF 

 
 

 
X 

 
X 

 
 

 
H 

 
X 

 
 

 
 

 
 

 
AD 

 
 

 
X 

 
 

 
X 

 
A 

 
 

 
X 

 
 

 
 

 
(α):  Level of security system is arranged from highest to lowest. 
 
Key: HFD Hardwire, Failsafe, Dual 

HF Hardwire, Failsafe 
AFD Active, Failsafe, Dual 
HD Hardwire, Dual 
AF Active, Failsafe 
H Hardwire (or approved hardware such as a lock) 
AD Active, Dual 
A Active 
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